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Chip Trimmer Potentiometers

Features
A height of 1.3 mm is achieved through use of an auto-
matic adjustment type cermet. (RH03ADC)
Specifications with or without stopper selectable.
(RH03ADC)
Available in wide variety, supporting various applica-
tions and soldering methods.
Conforming to JIS C 0806 (Taping of Electronic Parts).
The plastic reel conforming to EIAJ ETX-7200 is used
for environmental preservation.

Applications
Regular and industrial equipment including cameras,
VCRs with internally equipped cameras, and compact
AV equipment.

1. After soldering, wash out the flux. Recommended washing
conditions vary with individual supply specifications.

2. When potentiometers for flow soldering are used without
washing, operate the sliding mechanism three times before
use.

BOX NO.5454-01
P19 P20

RH02AXC⁄⁄X

J2
12

2mm

3mm

Variety Adjusting
direction

Resistor
element

Soldering

/Reflow /Flow

Order No. Dimension insertion
page and No.

Model

Products Line

Top

Cermet
⁄ ⁄

RH03A3A⁄⁄X
RH03A3C⁄⁄X
RH03ADC⁄⁄X
RH03AXA⁄⁄X
RH03APA⁄⁄X
RH03AVA⁄⁄X

RH03E1C⁄⁄X

RH03A3A

RH03APA
RH03AVA

RH03A3C
RH03ADC
RH03AXA

RH03E1C

P.136-1
P.136-2
P.136-3
P.136-4
P.137-5
P.137-6
P.137-7

P.137-8
Carbon film

/ Top/back

Top

Side

Resistance value symbol code table
Code (Ω) Resistance value Code (Ω) Resistance value Code (Ω) Resistance value

100
220
470
1K

2.2K

4.7K

S2
13
J3

S3
10K
22K
47K

100K

220K
470K14

J4
S4
15

J5
S5

1M
2.2M

16
J6

RH02AXC

- Exemplary indication of the order number-
RH02AXC  1   2  X

(Ex.)
100
Indicating 100Ω : Select from the "Resistance value symbol code table" 

1. When you will be placing your orders, please designate the order number accordingly. For
designation of the resistance value select the corresponding symbols referring to the "Exemplary
indication of the order number" and add them to the "⁄⁄" of the order number. 
Meanwhile, the variety with no order number, however, is handled separately.

2. Specifications other than the above should be according to the common specifications of the Chip Trimmer
Potentiometers (Page 138).

3. For details of specifications, see page 138.
4. The minimum number of cartridge-packed potentiometers to be supplied is indicated in stick units.

Nn

D

Z

Q
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Circuit diagram
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Dimension of embossed tape (Conforming to JIS C 0806) Reel dimensions (Conforming to EIAJ ET-7200)

Taping direction

RH02AXC
RH03A3A
RH03A3C
RH03ADC
RH03AXA
RH03APA
RH03AVA
RH03E1C

Application models PWB pattern and circuit diagram

Chip Trimmer Potentiometers

P.C. Board pattern and circuit diagram

Taping specifications

Sealing conditions

Blank portion : over 10 pcs.

End

      Blank portion : 30~40 pcs. Carrier tape

Lead-cut direction

Min 200 mm

Cover tape Beginning

Feed direction

ø13

ø
18

0

ø
60

3

5 4

TERM.2

TERM.1,3

Direction  X
TERM.1,3

TERM.2

Direction  W

Applicable models
RH02AXC, RH03A3A, RH03A3C, RH03ADC, RH03AXA, RH03APA, RH03E1C

Applicable models
RH03AVA

Unit : mm
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Model Dimensions

Model Dimensions

Chip Trimmer Potentiometers

Unit : mm2mm size

RH02AXC

For automatic
adjustment

Unit : mm3mm size
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RH03A3A

RH03A3C

For automatic
adjustment

Minimum packing unit
2000 pcs.

Minimum packing unit
2000 pcs.

Minimum packing unit
1500 pcs.

No.
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RH03ADC

For automatic adjust-
ment with stopper

Minimum packing 
unit 2000 pcs.
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Model Dimensions

Chip Trimmer Potentiometers

Unit : mm3mm size

RH03APA

For top/back adjustment

RH03AVA

For side adjustment

Minimum packing unit
2000 pcs.

Minimum packing unit 
400 pcs.

RH03E1C

Carbon film

Minimum
packing unit
2000 pcs.

No.

6
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8

RH03AXA

For flow soldering

Minimum packing unit
2000 pcs.
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